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1. GENERAL INSTRUCTIONS 
1.1. Applied in organizations controlling quality of fuels and lubricants, 

in petroleum refining industry, in oil products distribution system. 
1.2. Shall be used to test the filtering factor of motor fuels according 

to GOST 19006-73. 
1.3. The device shall be assembled and the fueling factor shall be test-

ed according to GOST 19006-73. 

 
1 - glass tube; 2 - sealing ring; 3, 6 - metal nuts; 4, 5 - gas-

kets; 7 - filter; 8 - bushing (casing); 9 - filter mount; 10 - filter 
seat; 11 - brass cock. 
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2. MOTOR FUEL FILTERING FACTOR TESTER, ASSEMBLED 

 
1 - flask; 2 - fastening clamp; 3 - glass tube with marks; 4 - cas-
ing; 5 - glass or metal cock; 6 - glass or polypropylene beaker; 

7 – rack. 
 

3. SCOPE OF DELIVERY 
3.1 UOFT-type tester: 
3.1.1. graduated glass tube cut from a burette 1-2-50-0.1, according to 

GOST 20292-74 in a metal mount, and an extension made of 
Caprolon in its top, pcs.. .............................................................. 1 

3.1.2. glass or metal cock in a mount of a filtering device, pcs. ............ 1 
3.1.3. filter mount, pcs. .......................................................................... 1 
3.1.4. filter seat, pcs. .............................................................................. 1 
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3.1.5. gasket 1x17x19, pcs. .................................................................... 2 
3.1.6. gasket 1x15x17, pcs. .................................................................... 2 
3.2. Filter paper, BFDT brand, with the screening fineness not exceed-

ing 3 μm, (0.33+/-0.03) mm thickness, the number of analyses, 
pcs. ................................................................................................. 50 

3.3. Volumetric flask 1-50-2, 50 cm3, 
according to GOST 1770-74, pcs. .................................................... 1 

3.4. Beaker V or N, version 1 or 2, 400 or 600 cm3 capacity, according 
to GOST 25336-82 (made of glass or polypropylene), pcs. ............. 1 

3.5. Cylinder 1-50 or 3-50, according to GOST 1770-74, pcs. ................ 1 
3.6. GOST 19006-73, pcs. ....................................................................... 1 
3.7. Operating manual, pcs. ................................................................... 1 
3.8. Storage case, pcs. ............................................................................ 1 
 

4. PACKAGING, TRANSPOTRATION, STORAGE 
4.1. The parts of a tester, according to the parts list, are placed into a 

shipping container, and any mode of transport can be used for 
their transportation. 

4.2. The tester shall be stored indoors in a shipping container, with the 
ambient temperature from -30oC to +50oC and relative air humidi-
ty up to 98%. 

 

5. WARRANTY 
5.1. Ecohim Co. Ltd. guarantees the compliance of the product with 

the requirements stipulated in item 3 hereof provided the con-
sumer adheres to the operation, transportation and storage con-
ditions. 

5.2. Within the guaranteed service life, the free-of-charge repair or 
replacement of the device on the claim is provided in case the 
consumer has observed the storage, transportation and operation 
rules. 

5.3. The warranty maintenance shall be only performed by the author-
ized service centers. 
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6. CLAIMS INFORMATION 
6.1. In case of revealing any faults within the guaranteed service life or 

incompleteness when unpacking the product, the consumer shall 
submit the claim report to the manufacturer's address: 

Ecohim Co. Ltd. 
22 17th Line, building I, Suite 406 Vasilyevsky Island, 
Saint Petersburg 199178; 
Telephone/Fax: +7 (812) 322-96-00, 449-31-22, 449-31-23; 
E-mail: info@ecohim.ru; URL: www.ecohim.ru 

6.2. No claims for the device may be submitted: 
• on expiration of the warranty period; 
• if the consumer has broken the operation, storage and trans-

portation rules provided in the operating documentation. 
 

7. CERTIFICATE OF ACCEPTANCE 
The motor fuel filtering factor tester UOFT-01, according to GOST 
19006-73, meets the design documentation and this manual and has 
been recognized to be suitable for service. 
 
 
Date of manufacture _______________________ 

Stamp of the Technical  
Control Department 

Inspector  _______________________ 
 


	MOTOR FUEL FILTERING FACTOR TESTER
	UOFT-01
	According to GOST 19006-73
	Data Sheet
	Operating Manual
	Version 1.0 EN dated 26.12.2011
	Part number: 1.40.10.0190
	/
	1. GENERAL INSTRUCTIONS
	1.1. Applied in organizations controlling quality of fuels and lubricants, in petroleum refining industry, in oil products distribution system.
	1.2. Shall be used to test the filtering factor of motor fuels according to GOST 19006-73.
	1.3. The device shall be assembled and the fueling factor shall be tested according to GOST 19006-73.
	/
	1 - glass tube; 2 - sealing ring; 3, 6 - metal nuts; 4, 5 - gaskets; 7 - filter; 8 - bushing (casing); 9 - filter mount; 10 - filter seat; 11 - brass cock.
	2. MOTOR FUEL FILTERING FACTOR TESTER, ASSEMBLED
	/
	1 - flask; 2 - fastening clamp; 3 - glass tube with marks; 4 - casing; 5 - glass or metal cock; 6 - glass or polypropylene beaker; 7 – rack.
	3. SCOPE OF DELIVERY
	3.1 UOFT-type tester:
	3.1.1. graduated glass tube cut from a burette 1-2-50-0.1, according to GOST 20292-74 in a metal mount, and an extension made of Caprolon in its top, pcs.. 1
	3.1.2. glass or metal cock in a mount of a filtering device, pcs. 1
	3.1.3. filter mount, pcs. 1
	3.1.4. filter seat, pcs. 1
	3.1.5. gasket 1x17x19, pcs. 2
	3.1.6. gasket 1x15x17, pcs. 2
	3.2. Filter paper, BFDT brand, with the screening fineness not exceeding 3 μm, (0.33+/-0.03) mm thickness, the number of analyses, pcs. 50
	3.3. Volumetric flask 1-50-2, 50 cm3,according to GOST 1770-74, pcs. 1
	3.4. Beaker V or N, version 1 or 2, 400 or 600 cm3 capacity, according to GOST 25336-82 (made of glass or polypropylene), pcs. 1
	3.5. Cylinder 1-50 or 3-50, according to GOST 1770-74, pcs. 1
	3.6. GOST 19006-73, pcs. 1
	3.7. Operating manual, pcs. 1
	3.8. Storage case, pcs. 1
	4. PACKAGING, TRANSPOTRATION, STORAGE
	4.1. The parts of a tester, according to the parts list, are placed into a shipping container, and any mode of transport can be used for their transportation.
	4.2. The tester shall be stored indoors in a shipping container, with the ambient temperature from -30oC to +50oC and relative air humidity up to 98%.
	5. WARRANTY
	5.1. Ecohim Co. Ltd. guarantees the compliance of the product with the requirements stipulated in item 3 hereof provided the consumer adheres to the operation, transportation and storage conditions.
	5.2. Within the guaranteed service life, the free-of-charge repair or replacement of the device on the claim is provided in case the consumer has observed the storage, transportation and operation rules.
	5.3. The warranty maintenance shall be only performed by the authorized service centers.
	6. CLAIMS INFORMATION
	6.1. In case of revealing any faults within the guaranteed service life or incompleteness when unpacking the product, the consumer shall submit the claim report to the manufacturer's address:
	Ecohim Co. Ltd.
	22 17th Line, building I, Suite 406 Vasilyevsky Island,Saint Petersburg 199178;
	Telephone/Fax: +7 (812) 322-96-00, 449-31-22, 449-31-23;
	E-mail: info@ecohim.ru; URL: www.ecohim.ru
	6.2. No claims for the device may be submitted:
	 on expiration of the warranty period;
	 if the consumer has broken the operation, storage and transportation rules provided in the operating documentation.
	7. CERTIFICATE OF ACCEPTANCE
	The motor fuel filtering factor tester UOFT-01, according to GOST 19006-73, meets the design documentation and this manual and has been recognized to be suitable for service.
	Date of manufacture  _______________________
	Stamp of the Technical Control Department
	Inspector  _______________________
	Word Bookmarks
	ManualVersion



<<

  /ASCII85EncodePages false

  /AllowTransparency false

  /AutoPositionEPSFiles true

  /AutoRotatePages /None

  /Binding /Left

  /CalGrayProfile (Dot Gain 20%)

  /CalRGBProfile (sRGB IEC61966-2.1)

  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)

  /sRGBProfile (sRGB IEC61966-2.1)

  /CannotEmbedFontPolicy /Error

  /CompatibilityLevel 1.4

  /CompressObjects /Tags

  /CompressPages true

  /ConvertImagesToIndexed true

  /PassThroughJPEGImages true

  /CreateJobTicket false

  /DefaultRenderingIntent /Default

  /DetectBlends true

  /DetectCurves 0.0000

  /ColorConversionStrategy /CMYK

  /DoThumbnails false

  /EmbedAllFonts true

  /EmbedOpenType false

  /ParseICCProfilesInComments true

  /EmbedJobOptions true

  /DSCReportingLevel 0

  /EmitDSCWarnings false

  /EndPage -1

  /ImageMemory 1048576

  /LockDistillerParams false

  /MaxSubsetPct 100

  /Optimize true

  /OPM 1

  /ParseDSCComments true

  /ParseDSCCommentsForDocInfo true

  /PreserveCopyPage true

  /PreserveDICMYKValues true

  /PreserveEPSInfo true

  /PreserveFlatness true

  /PreserveHalftoneInfo false

  /PreserveOPIComments true

  /PreserveOverprintSettings true

  /StartPage 1

  /SubsetFonts true

  /TransferFunctionInfo /Apply

  /UCRandBGInfo /Preserve

  /UsePrologue false

  /ColorSettingsFile ()

  /AlwaysEmbed [ true

  ]

  /NeverEmbed [ true

  ]

  /AntiAliasColorImages false

  /CropColorImages true

  /ColorImageMinResolution 300

  /ColorImageMinResolutionPolicy /OK

  /DownsampleColorImages true

  /ColorImageDownsampleType /Bicubic

  /ColorImageResolution 300

  /ColorImageDepth -1

  /ColorImageMinDownsampleDepth 1

  /ColorImageDownsampleThreshold 1.50000

  /EncodeColorImages true

  /ColorImageFilter /DCTEncode

  /AutoFilterColorImages true

  /ColorImageAutoFilterStrategy /JPEG

  /ColorACSImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /ColorImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /JPEG2000ColorACSImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /JPEG2000ColorImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /AntiAliasGrayImages false

  /CropGrayImages true

  /GrayImageMinResolution 300

  /GrayImageMinResolutionPolicy /OK

  /DownsampleGrayImages true

  /GrayImageDownsampleType /Bicubic

  /GrayImageResolution 300

  /GrayImageDepth -1

  /GrayImageMinDownsampleDepth 2

  /GrayImageDownsampleThreshold 1.50000

  /EncodeGrayImages true

  /GrayImageFilter /DCTEncode

  /AutoFilterGrayImages true

  /GrayImageAutoFilterStrategy /JPEG

  /GrayACSImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /GrayImageDict <<

    /QFactor 0.15

    /HSamples [1 1 1 1] /VSamples [1 1 1 1]

  >>

  /JPEG2000GrayACSImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /JPEG2000GrayImageDict <<

    /TileWidth 256

    /TileHeight 256

    /Quality 30

  >>

  /AntiAliasMonoImages false

  /CropMonoImages true

  /MonoImageMinResolution 1200

  /MonoImageMinResolutionPolicy /OK

  /DownsampleMonoImages true

  /MonoImageDownsampleType /Bicubic

  /MonoImageResolution 1200

  /MonoImageDepth -1

  /MonoImageDownsampleThreshold 1.50000

  /EncodeMonoImages true

  /MonoImageFilter /CCITTFaxEncode

  /MonoImageDict <<

    /K -1

  >>

  /AllowPSXObjects false

  /CheckCompliance [

    /None

  ]

  /PDFX1aCheck false

  /PDFX3Check false

  /PDFXCompliantPDFOnly false

  /PDFXNoTrimBoxError true

  /PDFXTrimBoxToMediaBoxOffset [

    0.00000

    0.00000

    0.00000

    0.00000

  ]

  /PDFXSetBleedBoxToMediaBox true

  /PDFXBleedBoxToTrimBoxOffset [

    0.00000

    0.00000

    0.00000

    0.00000

  ]

  /PDFXOutputIntentProfile ()

  /PDFXOutputConditionIdentifier ()

  /PDFXOutputCondition ()

  /PDFXRegistryName ()

  /PDFXTrapped /False



  /CreateJDFFile false

  /Description <<



    /BGR <>

    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>

    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>

    /CZE <>

    /DAN <>

    /DEU <>

    /ESP <>

    /ETI <>

    /FRA <>

    /GRE <>



    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)

    /HUN <>

    /ITA <>

    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>

    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>

    /LTH <>

    /LVI <>

    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)

    /NOR <>

    /POL <>

    /PTB <>

    /RUM <>

    /RUS <>

    /SKY <>

    /SLV <>

    /SUO <>

    /SVE <>

    /TUR <>

    /UKR <>

    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)

  >>

  /Namespace [

    (Adobe)

    (Common)

    (1.0)

  ]

  /OtherNamespaces [

    <<

      /AsReaderSpreads false

      /CropImagesToFrames true

      /ErrorControl /WarnAndContinue

      /FlattenerIgnoreSpreadOverrides false

      /IncludeGuidesGrids false

      /IncludeNonPrinting false

      /IncludeSlug false

      /Namespace [

        (Adobe)

        (InDesign)

        (4.0)

      ]

      /OmitPlacedBitmaps false

      /OmitPlacedEPS false

      /OmitPlacedPDF false

      /SimulateOverprint /Legacy

    >>

    <<

      /AddBleedMarks false

      /AddColorBars false

      /AddCropMarks false

      /AddPageInfo false

      /AddRegMarks false

      /ConvertColors /ConvertToCMYK

      /DestinationProfileName ()

      /DestinationProfileSelector /DocumentCMYK

      /Downsample16BitImages true

      /FlattenerPreset <<

        /PresetSelector /MediumResolution

      >>

      /FormElements false

      /GenerateStructure false

      /IncludeBookmarks false

      /IncludeHyperlinks false

      /IncludeInteractive false

      /IncludeLayers false

      /IncludeProfiles false

      /MultimediaHandling /UseObjectSettings

      /Namespace [

        (Adobe)

        (CreativeSuite)

        (2.0)

      ]

      /PDFXOutputIntentProfileSelector /DocumentCMYK

      /PreserveEditing true

      /UntaggedCMYKHandling /LeaveUntagged

      /UntaggedRGBHandling /UseDocumentProfile

      /UseDocumentBleed false

    >>

  ]

>> setdistillerparams

<<

  /HWResolution [2400 2400]

  /PageSize [612.000 792.000]

>> setpagedevice



