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General Instructions 

1.1. This Data Sheet shall be used for familiarization with the design, as-
sembling procedure and operation instructions for PE-2730 rack for 
stirrers. 

1.2. Due to continuous improvement of the device, small modifications 
not described in this Data Sheet can be made to its design.  

2. Purpose 

PE-2730 rack shall be used in chemical laboratories to fasten overhead 
stirrers and to assemble various chemical installations. 

 
Figure 1 – PE-2730 rack 
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3. Description 

The rack (see Figure 1) consists of a base 1 and a stand for drive fas-
tening 2. The base is provided with 10 threaded holes 3; up to 10 supple-
mentary standard rack stands 4 with M10 thread can be screwed into 
these holes. These stands can be used to fasten grips, rings and any other 
accessories for standard laboratory racks. There are 4 rubber feet under 
the base. 

4. Specifications 

4.1. Foundation overall dimensions (mm) ............................... 420х380х90 
4.2. Base material .................................... steel covered with powder paint 
4.3. Stand diameter (mm) ....................................................................... 22 
4.4. Stand length (mm) .......................................................................... 800 
4.5. Stand material ........................................................ stainless steel pipe 
4.6. Weight (kg), max. ............................................................................ 5.2 
4.7. Weight with two rack stands (kg) .................................................... 6.5 

5. Scope of delivery 

5.1. Base ............................................................................................... 1 pc. 
5.2. Drive fastening stand ..................................................................... 1 pc. 
5.3. Rack stand, 720х12хM10 ............................................................ 2 pcs. 
5.4. Washers for the rack stand ........................................................ 10 kits 
5.5. Locking screw ................................................................................ 1 pc. 
5.6. Locking screw tightening key ........................................................ 1 pc. 
5.7. Data sheet ..................................................................................... 1 pc. 

Note: Supplementary rack stands, grips, rings, clamps shall be purchased 
separately. 
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6. Assembling procedure 

6.1. Place the rack base on the worktable. 

6.2. Firmly insert the drive fastening stand into the locking bushing on 
the rack base (Figure 2). 

6.3. Use the delivered key to drive the locking screw available in the fas-
tening kit into the threaded hole at the locking bushing side and 
tighten it securely. 

6.4. If necessary, screw supplementary rack stands into the threaded 
holes in the base, with a polyamide washer (to protect paint and 
lacquer coating against damage) and a stainless steel washer from 
the fastening kit placed under each rack stand. 

 

Figure 2 – Assembling the rack 

7. Warranty 

7.1. The guaranteed service life is 1 year from the date of shipment from 
the manufacturer’s premises. 

7.2. Within the warranty period, subject to the claim submission, the 
rack is replaced subject to the customer’s adherence to the rules of 
transportation, storage and operation. 
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8. Claims 

In case of revealing any defects, delivery scope incompleteness or faults 
appearing during the warranty period, claims shall be sent to the manu-
facturer’s address: 

Ecohim Co. Ltd. 
22 17th Line, Building I, Suite 406, Vasilyevsky Island, Saint Petersburg 
199178. 
Phone/Fax: (812) 322-96-00, 449-31-22, 449-31-23; 
E-mail: info@ecohim.ru, URL: www.ecohim.ru 

9. Certificate of acceptance 

PE-2730 general-purpose rack for stirrers meets the requirements speci-
fied in technical documentation and recognized to be suitable for service. 

Date of manufacture __________________  

Stamp of the Technical 
Control Department 

Inspector  ______________________  

10. Supplementary components 

 

The clamp for fastening the stirrer on the rack. For 
ES-2720, PE-2730 racks, with the rod Ø16 mm and 
the stand Ø22 mm. 

Part number: 200.01.2040 
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